
1920F1, Soil Water Sampler

1902K3, Centralizer with Adapter Kit

1902K4, Stainless Steel Coupling Assembly

2006G2, Pressure/Vacuum Hand Pump

1920 installed

1920F1 SOIL WATER SAMPLER

The 1920F1 Pressure/Vacuum Soil Water Sampler consists of a PVC body with a ceramic cup epoxy 
bonded to one end. The porous ceramic cup has an outside diameter of 1.9" (4.8 cm) and is 2.0" (5.0 
cm) in length. The 1920F1 is normally supplied with a 2 bar (200 kPa) ceramic cup, but 0.5 bar (50 kPa) 
and 1 bar (100 kPa) cups are also available. Nylon compression ýttings are threaded into the top cap 
and are used to attach lengths of Polyethylene tubing to a remote sampling station. A pressure-vacuum 
hand pump, Model 2006G2, is used for evacuating the sampler and recovering the sample. For situa-
tions where speciýc cleaning operatings are required, the 1920F1K1, which has a removable ceramic 
cup, is available.

Please specify ceramic cup:

-B0.5M2                     1/2 BAR POROUS CERAMIC CUP

-B02M2                      2 BAR POROUS CERAMIC CUP

-B01M3                      1 BAR HIGH FLOW POROUS CERAMIC CUP

Product No.             Description                                                                                 Weight

1920F1L06-B#M#      P/V SOIL WATER SAMPLER, 6" (15 cm) length                                0.17 kgs

1920F1L12-B#M#      P/V SOIL WATER SAMPLER, 12" (30 cm) length                              0.26 kgs

1920F1L24-B#M#      P/V SOIL WATER SAMPLER, 24" (61 cm) length                              0.41 kgs

1920F1L36-B#M#      P/V SOIL WATER SAMPLER, 36" (91 cm) length                              0.68 kgs

Accessories

Product No.             Description                                                                                 Weight

0920W050                  BENTONITE, 50 lb. bag                                                                      22.68 kgs

                                    Used to seal soil in installation of Soil Water Samplers.

0930W050                  SILICA FLOUR, 50 lb. bag                                                                 22.68 kgs

                                    Used to provide good hydraulic connection between soil and porous ceramic cup 
when installing Soil Water Samplers.

1902K3                       CENTRALIZER WITH ADAPTER KIT                                                .45 kgs

                                    Includes two 1902K4 and one Centralizer

1902K4                       1.5" STAINLESS STEEL COUPLING ASSY                                       0.07 kgs

                                    Used to couple 1920 to 1.5" PVC conduit. No adhesive required.

1903L100                    BLACK POLYETHYLENE TUBING, 100 ft. length                           1.30 kgs

1903L1000                  BLACK POLYETHYLENE TUBING, 1000 ft. length                         7.60 kgs

1904L100                    GREEN POLYETHYLENE TUBING, 100 ft. length                           1.30 kgs

1904Ll000                   GREEN POLYETHYLENE TUBING, 1000 ft. length                         7.60 kgs

1920F1K1                   UNASSEMBLED 1920F1L#                                                                 ?.?? lbs

2006G2                       PRESSURE/VACUUM HAND PUMP                                                 2.49 kgs

                                    Provides vacuums up to 0.9 bar (90 kPa) and pressures up to 75 psi (500 kPa). 
Includes pump, vacuum dial gauge, ýttings, & inline ýlter.

2031G2                       CLAMPING RING, one dozen                                                              0.03 kgs

MRT003                      NEOPRENE TUBING, 3/16" I.D. X 1/8" wall, per foot                       0.04 kgs




